LIFTING COLUMNS

JC35ES-3

FEATURES

e JC35ES-3 column is designed for a wide range of workstation applications,
like computer workstations, work benches, assembly desks, kitchens or TV lift

e 3 segment columns have smaller installation dimensions and higher speed

@ With the Hall sensors built-in, JC35ES-3 can be operated either as single
column or several columns in synchronized movement by choosing a
control box with micro-processor
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100~400 (option >400)

Black or Grey

By screws on the top and bottom plate (option)

Integrated in appropriate Control-Box
Build-in
S2-10min

Aluminum tube

P43

+5°C ~ +40°C

EN60601-1 / UL60601-1

Hall sensors option (type JC35ESY)

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
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LIFTING COLUMNS
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® PERFORMANCE

JC35ES-3 Current vs Load JC35ES-3 Speed vs Load JC35ES-3 Current vs Load JC35ES-3 Speed vs Load
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® ORDER KEY EXAMPLE

JC35ES-3-1.5-10-24-400-400-4s-G

Only if special option

Colour (G: grey, B: black)

Plug (see page 56)

Retracted length (mm) - see dimension L
Stroke length (mm)

Input voltage (VDC)

Speed at full load (mm/s)

Dynamic load capacity (kN)

Segments of lifting column (3)

Type (JC35ES, JC35ESY)
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